


WHY THE PANAFLEX 16
SYSTEM?

Nature demands that we
ado more with less.

With film stocks
improving both as to
sensitivity and grain,
major advances in.optics,
the increased use of
electronics in film
cameras, the inevitability
of time code, the high
quality of film-to-tape
transfer and the
economics possible in
electronic post-
production, the Panaflex 16
is uniquely positioned

to be the primary camera
used for all productions
which are intended for
electronic transmission
or distribution on video
cassette or video disc.

We are committed to
16mm and we pleage the
same level of excellence
and fanatic attention to
quality which has been
the hallmark of
Panavision products for
nearly 30 years.



BENEFITS AND FEATURES

O Studio quiet, less than 22 db. sound level
with film running.

W Dual Pin Registration above and below
frame for rock steady pictures.

0O Standard 16mm. or Super 16mm.

B Reflex Viewing with the largest images In
16mm (Spinning Mirror or Pellicle-your
choice).

B Extension Finder with 20X Magnifier,
Anti-Mist Eyepiece orientatable 360°.

0O Short Eyepiece for Hand Holding,
orientatable 360°.

B Left & Right Eye Adjustable Viewfinder.

B Selectable Neutral Density Filters in
Viewing System.

0O Easily Interchangeable Ground Glass
Formats.

B Panaglow,” illuminated ground glass
markings for low light filming.

W Eyepiece Leveler, a Panavision”
exclusive. -

B Built-in Super Panavid® Video Assist with
2 Stop Gain Boost, hard or soft back light
compensation, On Board Power switch,
Auto or Manual Iris.

O Full range of interchangeable Lenses.
W Focal Plane Shutter.

B Vvariable Shutter Adjustable from 40° to
200° while operating.

B Speeds from 4 fps to 50.0 fps at 1/10 fps
intervals all Crystal Controlled.

B Thermo Coupled, Automatic Internal
Heaters.

B LED Digital Tach & Footage (meters too)
Displays.

O Trouble indicating Annunciator Panel.

B Reversing switch (special Magazine
required).

O Low Film and Low Battery indicators
in Viewfinder.

B Three Magazine Sizes 200', 400’ & 1200’
with Accurate LCD Footage memory
(400' & 1200’ only).

B Top Loading Magazine Port for Studio,
Rear for Hand Held.

B On Board Battery attaches to unused
Magazine Port.

B Complete range of Panavision® Sync
Boxes for Projection, Video Displays,
Special Effects, etc.

O Remote Controls for Focus, T-Stop
and Zoom.

0O Studio Proven Follow Focus.
B New Modular Matte Box.

O Full complement of Hand Held
Accessories.

O Field replaceable drive electronics.

0O X,Y.Z, Ground Glass Adjustment.

O Panavision®-Style Lens Mount.

B High Power 24 V.D.C. Battery S y{tem.

O Interfaces easily with any geared or

" fluid head”
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M Unique to PANAVISION.*
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One Matte Box does it all, with .
slip in sections for rotating, : s
tilting, etc. Your choice, any (P R T e »
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Bright, precise digital display (In
o ) feet or meters) confirms both the
’ . camera’s frame rate and amount
-~ of exposed footage, with special

recall and reset features.
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INTERCHANGEABLE LENSES-PANAVISION® MOUNT oY O '
Panavision interchangeable lenses really interchange. All L4 AN A — \
Panavision’s focus, T-Stop and zoom controls are in the 2 & 2 f\‘ :

same place, all the controls fit all of the lenses, all the filters
likewise. Ours is the only system where one manufacturer
takes total responsibility for-Lenses, Cameras, Filters, Matte “
Boxes, Batteries, Heads, Tripods—everything!




\ 200’ Great for tight spots.
. 400’ The accepted standard.
1200’ Over 30 minutes of filming without
stopping. Perfect for concerts and
‘hassle free “event” shooting.
i Both the 400’ & 1200’ magazines
feature a special Liquid Crystal
- readout that remembers the
precise amount of film shot and
can also be preset.

Ultraview™ is the largest, bright-
est viewfinder in 16mm with a
unique 20X magnifier to take the
guesswork out of tough focusing
situations. Panaglow's"” softly lit
frame lines lets you see exactly
what is in the shot even at low ~
light leveis. Includes anti-mist
eyepiece.

ANNUNCIATOR PANEL

LED warning lights advise of low battery, illegal

\ ' speed, film jam, 20 feet of film remaining, and end
P . of film load. "Press to Test" feature, of course.




— VARIABLE SHUTTER
Adjustable “in shot" to
any angle between 40°
and 200°. Perfect for
syncing HMlI lights
and for special effects,
“extra” exposure.

'.O

.S

CRYSTAL CONTROL
Push button crystal
control of camera at all
speeds from 4 fps to 50
fpsin 1/10 frame

ADJUSTABLE VIEWFINDER
The adjustable viewfinder comes
with 360° orientatable short and
long eyepieces, shifts instantly for increments. Dependable,
left or right eyed viewing and can repeatable, precision
be fitted with a complete range of e ki o, b e control accomplished
appropriate, precision marked ) 7 without accessories or
ground glasses. ? s . superfluous cables.

= PER PANAVID

An integrated, highly
sensitive (E.l. 400) video
| — ' assist designed and

; built as part of the film
1L camera. Panavision’s®
exclusive back light
circuitry compensates
for extremes of light

VAV

DIGITAL FOOTAGE COUNTER —

£ 5 and contrast auto-
Lets you preset the footage counter % matically. A two stop
to the amount of.film actually shot, gain switch gives you
greatly facilitating the speedy 4 that extra “push” for
exchange of partially exposed film 3 ) low light situations.
magazines. Manual or auto iris.
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